
             Jenco Instruments Inc. 
Industrial pH/ORP ON/OFF Controller 

               Model 3677 
 

        FEATURES  

! DUAL FUNCTION pH/ORP                         

! ISOLATED 4-20mA OUTPUT                         

! DUAL ON/OFF RELAYS                                                  

! AUTO TEMPERATURE COMPENSATION 

! 1/8 DIN VERTICAL PACKAGE 

! LARGE LCD DISPLAY  

 
SPECIFICATIONS 
  MODE   RANGE   RESOLUTION ACCURACY 
  pH  0.00~14.00 pH   0.01 pH   0.1% ± 1 LSD 
  ORP (mV) -1999 ~ 1999 mV   1 mV   0.1% ± 1 LSD 
Controller Input Range 

Relay Outputs     Over input span 
Current Output  pH/ORP   0.00~14.00pH / ± 1400mV 

Outputs 
Relays Output (max.)   5 Amp. at 115VAC, 2.5Amp. 230VAC, resistive load 
Relay Hysteresis pH/ORP   ± 0.1pH / ±10mV 
Isolated 4~20mA Output    

Range      Over input span 
Accuracy     0.1% of span 
Isolation Voltage    500VDC minimum 
Load Resistance    550 Ω maximum 

General 
Input Impedance    ≥ 1013 Ω 
Temperature Compensation  Auto 0 to 100 ℃ 
Temperature Sensor    PT-100, α = 0.00385 
Display      12.7 mm high LCD 
Power      115VAC, 230VAC ±15%, 50/60 Hz 
Weight      600 gm 
Dimension     48mm(W) x 96mm(H) x 115mm(D) 
Cutout Size     45mm x 92 mm 
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